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VI. Table A: 
Series 830 guidelines – Group A 
 

OPPTS# Name Status MRID 

830.1550 Product Identity & Composition Acceptable 50892101 

830.1600 Description of materials Acceptable 50892101 & CSF 

830.1620 Description of production process Acceptable 50892101 

830.1650 Description of formulation process Acceptable 50892101 

830.1670 Discussion of formation of impurities Acceptable 50892101 

830.1700 Preliminary analysis 5-Batch analysis of three a.i’s  
were provided-acceptable 

50892101 

830.1750 Certified limits Acceptable 50892101 

830.1800 Enforcement analytical method Acceptable 50892101 

830.1900 Submittal of samples Be provided upon request 50892101 
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VII. Table B: Series 830 guidelines – Group B 
 

OPPTS# Name Study Findings/Comment Status MRID 
830.6302 Color Not required for end use product Acceptable N/A 
830.6303 Physical state liquid Acceptable 50892102 
830.6304 Odor Not required for end use product Acceptable N/A 
830.6313 Stability to normal & elevated 

temperatures, metals & metal ions 
The product is not TGAI Not 

applicable 
N/A 

830.6314 Oxidation/Reduction ReduX contains hydrogen peroxide and peroxy 
acetic acid which are common oxidizing agents. 
Contacts with alcohols, aldehydes and thiols should 
be avoided. These chemicals react slowly with 
ammonia and organic and inorganic ammonium 
compounds. The product should not be allowed to 
contact with monoammonium phosphate or soft 
metals such as iron, copper, zinc and brass. 
Octanoic acid is unreactive to reducing agents. 

Acceptable 50892102 

830.6315 Flammability Product is not potentially flammable Acceptable 50892102 
830.6316 Explodability Product does not contain explosive ingredients Not 

applicable 
50892102 

830.6317 Storage stability The study is in progress In progress 50892102 
830.6319 Miscibility Product not mixed with organic solvents Not 

applicable 
N/A 

830.6320 Corrosion characteristics The study is in progress In progress 50892102 
830.6321 Dielectric breakdown voltage Product not used near electrical equipment Not 

applicable 
N/A 

830.7000 pH 1% solution, pH2.38 Acceptable 50892102 
830.7050 UV/Visible absorption Not required for MUP or EP Not 

applicable 
N/A 

830.7100 Viscosity Kinematic Viscosity = 2.52 and 1.72 /mm2/s at 200C 
& 420C respectively. 

Acceptable 50892102 

830.7200 Melting point Not required for MUP or EP Not 
applicable 

N/A 

830.7220 Boiling point Not required for MUP or EP Not 
applicable 

N/A 

830.7300 Density/relative 1.098gm/ml Acceptable 50892102 
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830.7370 Dissociation constants in water Not required for MUP or EP Not 
applicable 

N/A 

830.7520 Particle size Not required for MUP or EP Not 
applicable 

N/A 

830.7550/ 
7560/ 7570 

Partition coefficient Not required for MUP or EP Not 
applicable 

N/A 

830.7840/ 
7860 

Water solubility Not required for MUP or EP Not 
applicable 

N/A 

830.7950 Vapor pressure Not required for MUP or EP Not 
applicable 

N/A 
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